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Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:



Fig. 65E & 66E 90° Elbow
Fig. 65F & 66F 45° Elbow
Fig. 65TT & 66TT 22-1/2° Elbow
Fig. 65EL & 66EL 11-1/4° Elbow
Fig. 65T & 66T Tee
Fig. 65X & 66X Cross
Fig. 65FA & 66FA Grooved x Flanged Adapter
Fig. 65C & 66C Cap
Fig. 65AE & 66AE Adapter Elbow
Fig. 65RT & 66RT Reducing Tee
Fig. 65RTT & 66RTT Reducing Tee - Grooved x Male NPT
Fig. 65CR & 66CR Concentric Reducer
Fig. 65CRT & 66CRT Concentric Reducer Male NPT
Fig. 65ER & 66ER Eccentric Reducer

COOPLOK™ Standard Radius fittings are Ductile Iron 
castings; except where noted in the part number with a (F)

Material Speci� cations

Fitting Materials:     
Ductile Iron Castings conform to ASTM A-536, Grade 65-45-12
Fabricated Steel Fittings; not UL/FM 10” and Larger

Coating:   
Orange Paint (rust inhibiting) - Standard Coating 

 Hot Dipped Galvanized conforming to ASTM A-153 

 Other______________________________________________________________

Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLOK™ Grooved Submittal
Standard Radius Fittings
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    Standard Radius Grooved Fittings                    Standard Radius Grooved Fittings    Standard Radius Grooved Fittings            Standard Radius Grooved Fittings        

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 65E 3012 66E 3012 2.75 50 1.0
32 69.9 0.5

1-1/2 65E 3014 66E 3014 2.75 36 1.1
40 69.9 0.5
2 65E 3020 66E 3020 3.25 20 2.0
50 82.6 0.9

2-1/2 65E 3024 66E 3024 3.75 12 2.7
65 95.3 1.2
3 65E 3030 66E 3030 4.25 15 3.8
80 108.0 1.7
4 65E 3040 66E 3040 5.00 8 7.5

100 127.0 3.4
5 65E 3050 66E 3050 5.50 - 10.5

125 139.7 4.7
6 65E 3060 66E 3060 6.50 - 15.6

150 165.1 7.0
8 65E 3080 66E 3080 7.75 - 28.6

200 196.9 12.9
10 65E 3100 66E 3100 9.00 - 51.8
254 229.0 23.5
12 65E 3120 66E 3120 10.00 - 79.4
305 254.0 36.0
14 65E 3140F 66E 3140F 14.01 - 83.0
350 356.0 37.7

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 65F 3012 66F 3012 1.75 65 0.7
32 44.5 0.3

1-1/2 65F 3014 66F 3014 1.75 55 0.8
40 44.5 0.4
2 65F 3020 66F 3020 2.00 30 1.5
50 50.8 0.7

2-1/2 65F 3024 66F 3024 2.25 20 2.0
65 57.2 0.9
3 65F 3030 66F 3030 2.50 10 2.7
80 63.5 1.2
4 65F 3040 66F 3040 3.00 12 4.7

100 76.2 2.1
5 65F 3050 66F 3050 3.25 - 7.4

125 82.6 3.3
6 65F 3060 66F 3060 3.50 - 9.8

150 88.9 4.4
8 65F 3080 66F 3080 4.25 - 19.5

200 108.0 8.8
10 65F 3100 66F 3100 4.75 - 32.3
254 121.0 14.6
12 65F 3120 66F 3120 5.25 - 49.6
305 133.0 22.5
14 65F 3140F 66F 3140F 5.79 - 52.0
350 147.0 23.6

A

A

A

Fig. 65F & 66F
45° Elbow, Standard Radius
• Ductile iron - full flow (1-1/4” to 12”)
• Fabricated steel; not UL/FM (14” and larger) (F)
• 16” through 24” fabricated; available upon request

Fig. 65E & 66E
90° Elbow, Standard Radius
• Ductile iron - full flow (1-1/4” to 12”)
• Fabricated steel; not UL/FM (14” and larger) (F)
• 16” through 24” fabricated; available upon request
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A

A

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 65EL3012 66EL3012 1.37 115 0.5
32 34.8 0.2

1-1/2 65EL3014 66EL3014 1.37 90 0.7
40 34.8 0.3
2 65EL3020 66EL3020 1.37 60 0.9
50 34.8 0.4

2-1/2 65EL3024 66EL3024 1.50 36 1.5
65 38.1 0.7
3 65EL3030 66EL3030 1.50 18 2.0
80 38.1 0.9
4 65EL3040 66EL3040 1.75 24 3.3

100 44.5 1.5
5 65EL3050 66EL3050 2.00 - 5.0

125 50.8 2.3
6 65EL3060 66EL3060 2.00 - 6.5

150 50.8 2.9
8 65EL3080 66EL3080 2.00 - 10.0

200 50.8 4.5
10 65EL3100 66EL3100 2.13 - 20.0
254 54.1 9.1
12 65EL3120 66EL3120 2.25 - 30.0
305 57.1 13.6

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 65TT3012 66TT3012 1.75 85 0.7
32 44.5 0.3

1-1/2 65TT3014 66TT3014 1.75 75 0.8
40 44.5 0.4
2 65TT3020 66TT3020 1.88 30 1.5
50 47.8 0.7

2-1/2 65TT3024 66TT3024 2.00 24 1.9
65 50.8 0.9
3 65TT3030 66TT3030 2.25 14 3.2
80 57.2 1.4
4 65TT3040 66TT3040 2.62 16 5.3

100 66.5 2.4
5 65TT3050 66TT3050 2.88 - 7.2

125 73.2 3.2
6 65TT3060 66TT3060 3.12 - 8.2

150 79.2 3.7
8 65TT3080 66TT3080 3.88 - 17.8

200 98.6 8.1
10 65TT3100 66TT3100 4.38 - 30
254 111.2 13.6
12 65TT3120 66TT3120 4.88 - 40
305 123.9 18.1

Fig. 65TT & 66TT
22-1/2° Elbow, Standard Radius
• Ductile iron - full flow
• 14” through 24” fabricated; available upon request

Fig. 65EL & 66EL
11-1/4° Elbow, Standard Radius
• Ductile iron - full flow
• 14” through 24” fabricated; available upon request

    Standard Radius Grooved Fittings                    Standard Radius Grooved Fittings    Standard Radius Grooved Fittings
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   Standard Radius Grooved Fittings                   Standard Radius Grooved Fittings   Standard Radius Grooved Fittings           Standard Radius Grooved Fittings        

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 65T 3012 66T 3012 2.75 35 1.4
32 69.9 0.6

1-1/2 65T 3014 66T 3014 2.75 24 1.7
40 69.9 0.8
2 65T 3020 66T 3020 3.25 15 3.1
50 82.6 1.4

2-1/2 65T 3024 66T 3024 3.75 7 4.1
65 95.3 1.8
3 65T 3030 66T 3030 4.25 10 5.8
80 108.0 2.6
4 65T 3040 66T 3040 5.00 5 10.0

100 127.0 4.5
6 65T 3060 66T 3060 6.50 - 22.3

150 165.1 10.0
8 65T 3080 66T 3080 7.75 - 41.0

200 196.9 18.5
10 65T 3100 66T 3100 9.00 - 73.8
254 229.0 33.5
12 65T 3120 66T 3120 10.00 - 93.2
305 254.0 42.3
14 65T 3140F 66T 3140F 12.00 - 104.0
350 305.0 47.2

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 65X 3012 66X 3012 2.75 20 2.1
32 69.9 0.9

1-1/2 65X 3014 66X 3014 2.75 16 2.5
40 69.9 1.1
2 65X 3020 66X 3020 3.25 20 2.9
50 82.6 1.3

2-1/2 65X 3024 66X 3024 3.75 10 5.2
65 95.3 2.3
3 65X 3030 66X 3030 4.25 7 7.5
80 108.0 3.4
4 65X 3040 66X 3040 5.00 4 12.2

100 127.0 5.5
6 65X 3060 66X 3060 6.50 - 28.3

150 165.1 12.7
8 65X 3080 66X 3080 7.75 - 48.0

200 196.9 21.8
10 65X 3100F 66X 3100F 9.00 - 122
254 229.0 55.3
12 65X 3120F 66X 3120F 10.00 - 188
305 254.0 85.3

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

2 65FA3020 66FA3020 4.00 8 3.9
50 101.6 1.8

2-1/2 65FA3024 66FA3024 4.00 5 5.4
65 101.6 2.4
3 65FA3030 66FA3030 4.00 4 6.1
80 101.6 2.7
4 65FA3040 66FA3040 6.00 - 13.1

100 152.4 5.9
6 65FA3060 66FA3060 6.00 - 20.0

150 152.4 9.0
8 65FA3080 66FA3080 6.00 - 29.5

200 152.4 13.4
10 65FA3100F 66FA3100F 8.00 - 59.8
254 200.0 27.1
12 65FA3120F 66FA3120F 10.00 - 81.2
305 254.0 36.8

Fig. 65T & 66T
Tee, Standard Radius
• Ductile iron - full flow (1-1/4” to 12”)
• Fabricated steel; not UL/FM (14” and larger) (F)
• 16” through 24” fabricated; available upon request

Fig. 65X & 66X
Cross, Standard Radius
• Ductile iron - full flow (1-1/4” to 8”)
• Fabricated steel; not UL/FM (10" and larger) (F)
• 14” through 24” fabricated; available upon request

Fig. 65FA & 66FA
Grooved x Flange Adapter
• Ductile iron - full flow (2” to 8”)
• Fabricated steel; not UL/FM (10" and larger) (F)
• 14” through 24” fabricated; available upon request
• Matches class 125/150 flange dimension

A

A

A

A

A
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            Standard Radius Grooved Fittings                    Standard Radius Grooved Fittings

A

B

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 65C 3012 66C 3012 0.88 200 0.3
32 22.4 0.1

1-1/2 65C 3014 66C 3014 0.88 140 0.5
40 22.4 0.2
2 65C 3020 66C 3020 0.88 80 0.6
50 22.4 0.3

2-1/2 65C 3024 66C 3024 0.88 60 1.0
65 22.4 0.5
3 65C 3030 66C 3030 0.88 40 1.2
80 22.4 0.5
4 65C 3040 66C 3040 1.00 24 2.5

100 25.4 1.1
6 65C 3060 66C 3060 1.00 10 6.1

150 25.4 2.7
8 65C 3080 66C 3080 1.19 5 13.1

200 30.2 5.9
10 65C 3100 66C 3100 1.26 - 21.5
254 32.0 9.7
12 65C 3120 66C 3120 1.26 - 33.2
305 32.0 15.0
14 65C 3140F 66C 3140F 1.57 - 47.0
350 40.0 21.3

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
B

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/4 x 1/2 65AE3012004 66AE3012004 1.88 1.75 90 0.6
32 x 15 48.0 48.0 0.3

1-1/4 x 3/4 65AE3012006 66AE3012006 1.88 1.75 90 0.6
32 x 20 48.0 48.0 0.3

1-1/4 x 1 65AE3012010 66AE3012010 2.02 2.00 75 0.8
32 x 25 51.3 50.8 0.4

1-1/2 x 1/2 65AE3014004 66AE3014004 1.88 1.75 69 0.6
40 x 15 48.0 48.0 0.3

1-1/2 x 3/4 65AE3014006 66AE3014006 1.88 1.75 69 0.6
40 x 20 48.0 48.0 0.3

1-1/2 x 1 65AE3014010 66AE3014010 2.02 2.00 60 0.8
40 x 25 51.3 50.8 0.4
2 x 1/2 65AE3020004 66AE3020004 1.88 1.75 45 0.8
50 x 15 48.0 48.0 0.4
2 x 3/4 65AE3020006 66AE3020006 1.88 1.75 45 0.8
50 x 20 48.0 48.0 0.4
2 x 1 65AE3020010 66AE3020010 2.02 2.00 45 1.0

50 x 25 51.3 50.8 0.5
2-1/2 x 1/2 65AE3024004 66AE3024004 1.88 1.97 36 1.0

65 x 15 48.0 50.0 0.5
2-1/2 x 3/4 65AE3024006 66AE3024006 1.88 1.97 36 1.0

65 x 20 48.0 50.0 0.5
2-1/2 x 1 65AE3024010 66AE3024010 2.02 2.00 36 1.2
65 x 25 51.3 50.8 0.5

Fig. 65C & 66C
Cap
• Ductile iron (1-1/4” to 12”)
• Fabricated steel; not UL/FM (14” and larger) (F)
• 16” through 24” fabricated; available upon request

Fig. 65AE & 66AE
Adapter Elbow, Grooved x Threaded
• Ductile iron
• Threads meet ASME B1.20.1

A
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A

A

SCI

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

6 x 5 65RT3060050 66RT3060050 6.50 -  26.4 
150 x 125 165.1  12.0 

8 x 2 65RT3080020F 66RT3080020F 7.80 -  38.1 
200 x 50 198.1  17.3 

8 x 2-1/2 65RT3080024F 66RT3080024F 7.80 -  38.8 
200 x 65 198.1  17.6 

8 x 3 65RT3080030F 66RT3080030F 7.80 -  39.4 
200 x 80 198.1  17.9 

8 x 4 65RT3080040 66RT3080040 7.75 - 32.9
200 x 100 196.9 14.8

8 x 5 65RT3080050F 66RT3080050F 7.80 -  40.5 
200 x 125 198.1  18.3 

8 x 6 65RT3080060 66RT3080060 7.75 - 43.8
200 x 150 196.9 19.7

10 x 1-1/2 65RT3100014F 66RT3100014F 9.00 -  62.8 
254 x 40 228.6  28.5 

10 x 2 65RT3100020F 66RT3100020F 9.00 -  63.5 
254 x 50 228.6  28.8 

10 x 2-1/2 65RT3100024F 66RT3100024F 9.00 -  65.1 
254 x 65 228.6  29.5 

10 x 3 65RT3100030F 66RT3100030F 9.00 -  66.4 
254 x 80 228.6  30.1 

10 x 4 65CR3100040F 65CR3100040F 9.00 -  68.8 
254 x 100 228.6  31.2 

10 x 5 65RT3100050F 66RT3100050F 9.00 -  71.7 
254 x 125 228.6  32.5 

10 x 6 65CR3100060F 65CR3100060F 9.00 -  69.5 
254 x 100 228.6  31.5 

10 x 8 65RT3100080F 66RT3100080F 9.00 -  78.2 
254 x 200 228.6  35.4 

12 x 1 65RT3120010F 66RT3120010F 10.00 -  83.2 
305 x 25 254.0  37.7 

12 x 2 65RT3120020F 66RT3120020F 10.00 -  84.2 
305 x 50 254.0  38.2 

12 x 2-1/2 65RT3120024F 66RT3120024F 10.00 -  85.2 
305 x 65 254.0  38.7 

12 x 3 65RT3120030F 66RT3120030F 10.00 -  86.1 
305 x 80 254.0  39.1 

12 x 4 65RT3120040F 66RT3120040F 10.00 -  87.7 
305 x 100 254.0  39.8 

12 x 5 65RT3120050F 66RT3120050F 10.00 -  89.6 
305 x 125 254.0  40.7 

12 x 6 65CR3120060F 65CR3120060F 10.00 -  98.1 
305 x 150 254.0  44.5 

12 x 8 65CR3120080F 65CR3120080F 10.00 -  106.1 
305 x 150 254.0  48.1 

12 x 10 65RT3120100F 66RT3120100F 10.00 -  116.0 
305 x 250 254.0  52.6 

14 x 4 65RT3140040F 66RT3140040F 11.00 -  109.8 
350 x 100 279.4  49.8 

14 x 6 65RT3140060F 66RT3140060F 11.00 -  117.4 
350 x 150 279.4  53.2 

14 x 8 65RT3140080F 66RT3140080F 11.00 -  126.2 
350 x 200 279.4  57.3 

14 x 10 65RT3140100F 66RT3140100F 11.00 -  137.2 
350 x 250 279.4  62.2 

14 x 12 65RT3140120F 66RT3140120F 11.00 -  145.6 
350 x 305 279.4  66.0 

    Standard Radius Grooved Fittings                    Standard Radius Grooved Fittings    Standard Radius Grooved Fittings            Standard Radius Grooved Fittings        

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/2 x 1-1/4 65RT3014012F 66RT3014012F 2.80 -  1.7 
40 x 32 71.1  0.8 

2 x 1-1/4 65RT3020012F 66RT3020012F 3.30 -  2.5 
50 x 32 83.8  1.2 

2 x 1-1/2 65RT3020014 66RT3020014 3.25 15 2.4
50 x 40 82.6 1.1

2-1/2  x 1-1/4 65RT3024012F 66RT3024012F 3.80 -  4.1 
50 x 32 96.5  1.9 

2-1/2 x 1-1/2 65RT3024014F 66RT3024014F 3.80 -  4.5 
65 x 40 96.5  2.0 

2-1/2 x 2 65RT3024020 66RT3024020 3.75 7 4.0
65 x 50 95.3 1.8

3 x 1-1/4 65RT3030012F 66RT3030012F 4.30 -  6.2 
80 x 32 109.2  2.8 

3 x 1-1/2 65RT3030014F 66RT3030014F 4.30 -  6.1 
80 x 40 109.2  2.8 

3 x 2 65RT3030020F 66RT3030020F 4.30 -  6.4 
80 x 50 109.2  2.9 

3 x 2-1/2 65RT3030024 66RT3030024 4.25 10 5.9
80 x 65 108.0 2.7

4 x 1-1/4 65RT3040012F 66RT3040012F 5.00 -  9.7 
100 x 32 127.0  4.4 

4 x 1-1/2 65RT3040014F 66RT3040014F 5.00 -  10.4 
100 x 40 127.0  4.7 

4 x 2 65RT3040020 66RT3040020 5.00 6 11.4
100 x 50 127.0 5.1

4 x 2-1/2 65RT3040024 66RT3040024 5.00 5 8.9
100 x 65 127.0 4.0

4 x 3 65RT3040030 66RT3040030 5.00 5 10
100 x 80 127.0 4.5

5 x 1 65RT3050010F 66RT3050010F 5.50 -  14.2 
125 x 25 139.7  6.5 

5 x 1-1/4 65RT3050012F 66RT3050012F 5.50 -  14.5 
125 x 32 139.7  6.6 

5 x 1-1/2 65RT3050014F 66RT3050014F 5.50 -  14.7 
125 x 40 139.7  6.7 

5 x 2 65RT3050020F 66RT3050020F 5.50 -  14.6 
125 x 50 139.7  6.6 

5 x 2-1/2 65RT3050024F 66RT3050024F 5.50 -  13.1 
125 x 65 139.7  5.9 

5 x 3 65RT3050030F 66RT3050030F 5.50 -  13.7 
125 x 80 139.7  6.2 

5 x 4 65RT3050040F 66RT3050040F 5.50 -  14.7 
125 x 100 139.7  6.7 

6 x 1 65RT3060010F 66RT3060010F 6.50 -  21.0 
150 x 25 165.1  9.5 

6 x 1-1/4 65RT3060012F 66RT3060012F 6.50 -  21.1 
150 x 32 165.1  9.6 

6 x 1-1/2 65RT3060014F 66RT3060014F 6.50 -  21.2 
150 x 40 165.1  9.6 

6 x 2 65RT3060020F 66RT3060020F 6.50 -  21.5 
150 x 50 165.1  9.8 

6 x 2-1/2 65RT3060024 66RT3060024 6.50 - 26.5
150 x 65 165.1 11.9

6 x 3 65RT3060030 66RT3060030 6.50 - 21.9
150 x 80 165.1 9.9

6 x 4 65RT3060040 66RT3060040 6.50 - 23.7
150 x 100 165.1 10.8

Fig. 65RT & 66RT
Reducing Tee
• Ductile iron - full flow
• Fabricated steel; not UL/FM 10" and larger (F)
• 16” through 24” fabricated; available upon request
• Other sizes and configurations available by 

special order
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Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

2 x 1 65RTT3020010F 66RTT3020010F 3.25 - 2.7
50 x 25 82.6 1.2

2 x 1-1/4 65RTT3020012F 66RTT3020012F 3.30 - 1.8
50 x 32 83.8 0.8

2 x 1-1/2 65RTT3020014F 66RTT3020014F 3.25 - 3.0
50 x 40 82.8 1.4

2-1/2 x 1 65RTT3024010F 66RTT3024010F 3.75 - 3.8
65 x 25 95.3 1.7

2-1/2 x 1-1/4 65RTT3024012F 66RTT3024012F 3.80 - 4.5
65 x 32 96.5 2.0

2-1/2 x 1-1/2 65RTT3024014F 66RTT3024014F 3.75 - 3.9
65 x 40 95.0 1.8

2-1/2 x 2 65RTT3024020F 66RTT3024020F 3.75 - 4.5
65 x 50 95.0 2.0

3 x 1 65RTT3030010F 66RTT3030010F 4.25 - 6.1
80 x 25 108.0 2.8

3 x 1-1/4 65RTT3030012F 66RTT3030012F 4.30 - 6.2
80 x 32 109.2 2.8

3 x 1-1/2 65RTT3030014F 66RTT3030014F 4.25 - 6.5
80 x 40 108.0 2.9

3 x 2 65RTT3030020F 66RTT3030020F 4.25 - 6.2
80 x 50 108.0 2.8

3 x 2-1/2 65RTT3030024F 66RTT3030024F 4.25 - 6.4
80 x 65 108.0 2.9

4 x 1 65RTT3040010F 66RTT3040010F 5.00 - 7.8
100 x 25 127.0 3.5

4 x 1-1/4 65RTT3040012F 66RTT3040012F 5.00 - 6.4
100 x 32 127.0 2.9

4 x 1-1/2 65RTT3040014F 66RTT3040014F 5.00 - 10.2
100 x 40 127.0 4.6

4 x 2 65RTT3040020F 66RTT3040020F 5.00 - 11.2
100 x 50 127.0 5.1

4 x 2-1/2 65RTT3040024F 66RTT3040024F 5.00 - 11.4
400 x 65 127.0 5.2

4 x 3 65RTT3040030F 66RTT3040030F 5.00 - 11.6
100 x 80 127.0 5.3

5 x 2 65RTT3050020F 66RTT3050020F 5.50 - 14.5
125 x 50 140.0 6.6

5 x 2-1/2 65RTT3050024F 66RTT3050024F 5.50 - 15.2
125 x 65 140.0 6.9

5 x 3 65RTT3050030F 66RTT3050030F 5.50 - 16.6
125 x 80 140.0 7.5

5 x 4 65RTT3050040F 66RTT3050040F 5.50 - 16.7
125  x 100 140.0 7.6

6 x 2 65RTT3060020F 66RTT3060020F 6.50 - 21.6
150 x 50 165.0 9.8

6 x 2-1/2 65RTT3060024F 66RTT3060024F 6.50 - 21.4
150 x 65 165.0 9.7

6 x 3 65RTT3060030F 66RTT3060030F 6.50 - 26.5
150 x 80 165.0 12.0

6 x 4 65RTT3060040F 66RTT3060040F 6.50 - 25
150 x 100 165.0 11.3

6 x 5 65RTT3060050F 66RTT3060050F 6.50 - 23.2
150 x 125 165.0 10.5

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

8 x 2 65RTT3080020F 66RTT3080020F 7.75 - 33.5
200 x 50 198.1 15.2

8 x 2-1/2 65RTT3080024F 66RTT3080024F 7.80 - 39.0
200 x 65 198.1 17.7

8 x 3 65RTT3080030F 66RTT3080030F 7.75 - 33.6
200 x 80 198.1 15.2

8 x 4 65RTT3080040F 66RTT3080040F 7.75 - 41.8
200 x 100 198.1 19.0

8 x 5 65RTT3080050F 66RTT3080050F 7.75 - 34.0
200 x 125 198.1 15.4

8 x 6 65RTT3080060F 66RTT3080060F 7.75 - 42.3
200 x 150 198.1 19.2

10 x 2 65RTT3100020F 66RTT3100020F 9.00 - 62.0
254 x 50 229.0 28.1

10 x 3 65RTT3100030F 66RTT3100030F 9.00 - 60.0
254 x 80 229.0 27.2

10 x 4 65RTT3100040F 66RTT3100040F 9.00 - 61.0
254 x 100 229.0 27.7

10 x 5 65RTT3100050F 66RTT3100050F 9.00 - 52.0
254 x 125 229.0 23.6

10 x 6 65RTT3100060F 66RTT3100060F 9.00 - 59.0
254 x 150 229.0 26.8

10 x 8 65RTT3100080F 66RTT3100080F 9.00 - 64.7
254 x 150 229.0 29.3

12 x 3 65RTT3120030F 66RTT3120030F 10.00 - 86.1
305 x 80 254.0 39.0

12 x 4 65RTT3120040F 66RTT3120040F 10.00 - 39.8
305 x 100 254.0 18.0

12 x 5 65RTT3120050F 66RTT3120050F 10.00 - 75.0
305 x 125 254.0 34.0

12 x 6 65RTT3120060F 66RTT3120060F 10.00 - 75.0
305 x 150 254.0 34.0

12 x 8 65RTT3120080F 66RTT3120080F 10.00 - 80.0
305 x 200 254.0 36.3

12 x 10 65RTT3120100F 66RTT3120100F 10.00 - 84.0
305 x 254 254.0 38.1

14 x 8 65RTT3140080F 66RTT3140080F 11.00 -  126.2 
350 x 200 279.4  57.3 

14 x 10 65RTT3140100F 66RTT3140100F 11.00 -  137.2 
350 x 254 279.4  62.2 

14 x 12 65RTT3140120F 66RTT3140120F 11.00 -  145.6 
350 x 305 279.4  66.0 

A

A

   Standard Radius Grooved Fittings           Standard Radius Grooved Fittings   Standard Radius Grooved Fittings

Fig. 65RTT & 66RTT
Reducing Tee - Grooved x Male NPT
• Fabricated steel; not UL/FM 10” and larger (F)
• 16” through 24” fabricated; available upon request
• Other sizes and configurations available by 

special order
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A

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

2 x 1 65CR3020010F 66CR3020010F 2.50 - 0.8
50 x 25 64.0 0.4

2 x 1-1/4 65CR3020012F 66CR3020012F 2.50 - 0.9
50 x 32 64.0 0.4

2 x 1-1/2 65CR3020014 66CR3020014 2.50 60 3.3
50 x 40 64.0 1.5

2-1/2 x 1 65CR3024010F 66CR3024010F 2.50 - 1.0
65 x 25 64.0 0.4

2-1/2 x 1-1/4 65CR3024012F 66CR3024012F 2.50 - 1.3
65 x 32 64.0 0.6

2-1/2 x 1-1/2 65CR3024014F 66CR3024014F 2.50 - 0.9
65 x 40 64.0 0.4

2-1/2 x 2 65CR3024020 66CR3024020 2.50 42 3.8
65 x 50 64.0 1.7

3 x 1 65CR3030010F 66CR3030010F 2.50 - 1.6
80 x 25 64.0 0.7

3 x 1-1/4 65CR3030012F 66CR3030012F 2.50 - 1.7
80 x 32 64.0 0.7

3 x 1-1/2 65CR3030014F 66CR3030014F 2.50 - 1.8
80 x 40 64.0 0.8

3 x 2 65CR3030020 66CR3030020 2.50 40 4.3
80 x 50 64.0 1.9

3 x 2-1/2 65CR3030024 66CR3030024 2.50 40 5.0
80 x 65 64.0 2.3

3-1/2 x 3 65CR3034030F 66CR3034030F 2.50 - 2.8
90 x 80 64.0 1.3

4 x 1 65CR3040010F 66CR3040010F 3.00 - 2.1
100 x 25 76.2 0.9

4 x 1-1/4 65CR3040012F 66CR3040012F 3.00 - 1.7
100 x 32 76.2 0.7

4 x 1-1/2 65CR3040014F 66CR3040014F 3.00 - 1.8
100 x 40 76.2 0.8

4 x 2 65CR3040020 66CR3040020 4.00 25 5.0
100 x 50 102.1 2.3

4 x 2-1/2 65CR3040024 66CR3040024 4.00 25 5.0
100 x 65 102.1 2.3

4 x 3 65CR3040030 66CR3040030 4.00 20 6.5
100 x 80 102.1 2.9

4 x 3-1/2 65CR3040034F 66CR3040034F 4.00 - 2.8
100 x 90 102.1 1.3

5 x 2 65CR3050020F 66CR3050020F 4.00 - 2.7
125 x 50 102.1 1.2

5 x 2-1/2 65CR3050024F 66CR3050024F 4.00 - 3.1
125 x 65 102.1 1.4

5 x 3 65CR3050030F 66CR3050030F 4.00 - 3.3
125 x 80 102.1 1.5

5 x 4 65CR3050040 66CR3050040 4.00 - 6.5
125 x 100 102.1 2.9

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

6 x 1 65CR3060010F 66CR3060010F 4.00 - 4.1
150 x 25 102.1 1.9

6 x 1-1/2 65CR3060014F 66CR3060014F 4.00 - 4.3
150 x 40 102.1 1.9

6 x 2 65CR3060020F 66CR3060020F 4.00 - 3.8
150 x 50 102.1 1.7

6 x 2-1/2 65CR3060024F 66CR3060024F 4.00 - 5.7
150 x 65 102.0 2.6

6 x 3 65CR3060030 66CR3060030 4.00 - 6.0
150 x 80 102.1 2.7

6 x 4 65CR3060040 66CR3060040 4.00 - 6.5
150 x 100 102.1 2.9

6 x 5 65CR3060050 66CR3060050 4.00 - 7.8
150 x 125 102.1 3.5

8 x 3 65CR3080030F 66CR3080030F 5.00 - 8.4
200 x 80 127.0 3.8

8 x 4 65CR3080040F 66CR3080040F 5.00 - 8.3
200 x 100 127.0 3.7

8 x 5 65CR3080050F 66CR3080050F 5.00 - 9.1
200 x 125 127.0 4.1

8 x 6 65CR3080060 66CR3080060 5.00 - 7.8
200 x 150 127.0 3.5

10 x 4 65CR3100040F 66CR3100040F 6.00 - 14.9
254 x 100 152.0 6.8

10 x 5 65CR3100050F 66CR3100050F 6.00 - 11.0
254 x 125 152.0 5.0

10 x 6 65CR3100060F 66CR3100060F 6.00 - 14.9
254 x 100 152.0 6.8

10 x 8 65CR3100080F 66CR3100080F 6.00 - 17.3
254 x 200 152.0 7.8

12 x 6 65CR3120060F 66CR3120060F 7.00 - 16.3
305 x 150 178.0 7.4

12 x 8 65CR3120080F 66CR3120080F 7.00 - 19.3
305 x 150 178.0 8.8

12 x 10 65CR3120100F 66CR3120100F 7.00 - 23.0
305 x 254 178.0 10.4

14 x 6 65CR3140060F 66CR3140060F 13.00 - 94.5
350 x 150 330.2 42.8

14 x 8 65CR3140080F 66CR3140080F 13.00 - 99.9
350 x 200 330.2 45.3

 14 x 10 65CR3140100F 66CR3140100F 13.00 - 107.0
350 x 250 330.2 48.5

14 x 12 65CR3140120F 66CR3140120F 13.00 - 113.1
350 x 305 330.2 51.3

    Standard Radius Grooved Fittings                    Standard Radius Grooved Fittings            Standard Radius Grooved Fittings        

Fig. 65CR & 66CR
Concentric Reducer
• Ductile iron - full flow
• Fabricated steel; not UL/FM 10" and larger (F)
• 16” through 24” fabricated; available upon request
• Other sizes available by special order
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A

    Standard Radius Grooved Fittings                    Standard Radius Grooved Fittings

Fig. 65CRT & 66CRT
Concentric Reducer Male NPT
• Fabricated steel; not UL/FM 10” and larger (F)
• 14” through 24” fabricated; available upon request
• Other sizes available by special order

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

1-1/2 x 1 65CRT3014010F 66CRT3014010F 2.50 - 0.6
40 x 25 65.0 0.3
2 x 1 65CRT3020010F 66CRT3020010F 2.50 - 0.8

50 x 25 65.0 0.4

2 x 1-1/4 65CRT3020012F 66CRT3020012F 2.50 - 0.9
50 x 32 65.0 0.4

2 x 1-1/2 65CRT3020014F 66CRT3020014F 2.50 - 1.0
50 x 40 65.0 0.4

2-1/2 x 1 65CRT3024010F 66CRT3024010F 2.50 - 1.0
65 x 25 65.0 0.4

2-1/2 x 1-1/4 65CRT3024012F 66CRT3024012F 2.50 - 1.3
65 x 32 65.0 0.6

2-1/2 x 1-1/2 65CRT3024014F 66CRT3024014F 2.50 - 0.9
65 x 40 65.0 0.4

2-1/2 x 2 65CRT3024020F 66CRT3024020F 2.50 - 0.9
65 x 50 65.0 0.4

3 x 1 65CRT3030010F 66CRT3030010F 2.50 - 1.6
80 x 25 65.0 0.7

3 x 1-1/4 65CRT3030012F 66CRT3030012F 2.50 - 1.7
80 x 32 65.0 0.7

3 x 1-1/2 65CRT3030014F 66CRT3030014F 2.50 - 1.8
80 x 40 65.0 0.8

3 x 2 65CRT3030020F 66CRT3030020F 2.50 - 1.3
80 x 50 65.0 0.6

3 x 2-1/2 65CRT3030024F 66CRT3030024F 2.50 - 1.5
80 x 65 65.0 0.7

4 x 1 65CRT3040010F 66CRT3040010F 3.00 - 2.1
100 x 25 80.0 0.9

4 x 1-1/4 65CRT3040012F 66CRT3040012F 3.00 - 1.7
100 x 32 80.0 0.7

4 x 1-1/2 65CRT3040014F 66CRT3040014F 3.00 - 1.8
100 x 40 80.0 0.8

4 x 2 65CRT3040020F 66CRT3040020F 3.00 - 2.3
100 x 50 80.0 1.0

4 x 2-1/2 65CRT3040024F 66CRT3040024F 3.00 - 2.3
100 x 65 80.0 1.0

4 x 3 65CRT3040030F 66CRT3040030F 3.00 - 2.6
100 x 80 80.0 1.2

5 x 4 65CRT3050040F 66CRT3050040F 3.50 - 4.5
125 x 100 90.0 2.0

6 x 1 65CRT3060010F 66CRT3060010F 4.00 - 4.1
150 x 25 100.0 1.9

6 x 1-1/4 65CRT3060012F 66CRT3060012F 4.00 - 4.1
150 x 32 100.0 1.9

6 x 1-1/2 65CRT3060014F 66CRT3060014F 4.00 - 4.3
150 x 40 100.0 1.9

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

6 x 2 65CRT3060020F 66CRT3060020F 4.00 - 3.8
150 x 50 100.0 1.7
6 x 3 65CRT3060030F 66CRT3060030F 4.00 - 6.0

150 x 80 100.0 2.7

6 x 4 65CRT3060040F 66CRT3060040F 4.00 - 6.0
150 x 100 100.0 2.7

6 x 5 65CRT3060050F 66CRT3060050F 4.00 - 5.8
150 x 125 100.0 2.6

8 x 3 65CRT3080030F 66CRT3080030F 5.00 - 8.4
200 x 80 125.0 3.8

8 x 4 65CRT3080040F 66CRT3080040F 5.00 - 8.3
200 x 100 125.0 3.7

8 x 5 65CRT3080050F 66CRT3080050F 5.00 - 9.1
200 x 125 125.0 4.1

8 x 6 65CRT3080060F 66CRT3080060F 5.00 - 7.8
200 x 150 125.0 3.5

10 x 4 65CRT3100040F 66CRT3100040F 6.00 - 14.9
254 x 100 152.0 6.9

10 x 5 65CRT3100050F 66CRT3100050F 6.00 - 11.0
254 x 125 152.0 5.0

10 x 6 65CRT3100060F 66CRT3100060F 6.00 - 14.9
254 x 150 152.0 6.8

10 x 8 65CRT3100080F 66CRT3100080F 6.00 - 17.3
254 x 150 152.0 7.8

12 x 4 65CRT3120040F 66CRT3120040F 7.00 - 16.3
305 x 100 178.0 7.4

12 x 6 65CRT3120060F 66CRT3120060F 7.00 - 16.3
305 x 150 178.0 7.4

12 x 8 65CRT3120080F 66CRT3120080F 7.00 - 19.3
305 x 200 178.0 8.8

12 x 10 65CRT3120100F 66CRT3120100F 7.00 - 23.0
305 x 254 178.0 10.4
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Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

2 x 1 65ER3020010F 66ER3020010F 9.00 - 0.8
50 x 25 228.6 0.4

2 x 1-1/4 65ER3020012F 66ER3020012F 9.00 - 0.9
50 x 32 228.6 0.4

2 x 1-1/2 65ER3020014F 66ER3020014F 9.00 - 1.0
50 x 40 228.6 0.5

2-1/2 x 1 65ER3024010F 66ER3024010F 9.50 - 1.0
65 x 25 241.3 0.5

2-1/2 x 1-1/4 65ER3024012F 66ER3024012F 9.50 - 1.3
65 x 32 241.3 0.6

2-1/2 x 1-1/2 65ER3024014F 66ER3024014F 9.50 - 0.9
65 x 40 241.3 0.4

2-1/2 x 2 65ER3024020F 66ER3024020F 9.50 - 1.1
65 x 50 241.3 0.5

3 x 1 65ER3030010F 66ER3030010F 9.50 - 1.6
80 x 25 241.3 0.7

3 x 1-1/4 65ER3030012F 66ER3030012F 9.50 - 1.7
80 x 32 241.3 0.8

3 x 1-1/2 65ER3030014F 66ER3030014F 9.50 - 1.8
80 x 40 241.3 0.8

3 x 2 65ER3030020F 66ER3030020F 9.50 - 1.2
80 x 50 241.3 0.5

3 x 2-1/2 65ER3030024F 66ER3030024F 9.50 - 1.5
80 x 65 241.3 0.7

3-1/2 x 3 65ER3034030F 66ER3034030F 9.50 - 2.8
90 x 80 241.3 1.3

4 x 1 65ER3040010F 66ER3040010F 10.00 - 2.1
100 x 25 254.0 1.0

4 x 1-1/4 65ER3040012F 66ER3040012F 10.00 - 1.7
100 x 32 254.0 0.8

4 x 1-1/2 65ER3040014F 66ER3040014F 10.00 - 1.8
100 x40 254.0 0.8

4 x 2 65ER3040020F 66ER3040020F 10.00 - 2.0
100 x 50 254.0 0.9

4 x 2-1/2 65ER3040024F 66ER3040024F 10.00 - 2.3
100 x 65 254.0 1.0

4 x 3 65ER3040030F 66ER3040030F 10.00 - 2.5
100 x 80 254.0 1.1

4 x 3-1/2 65ER3040034F 66ER3040034F 10.00 - 2.8
100 x 90 254.0 1.3

5 x 2 65ER3050020F 66ER3050020F 11.00 - 2.7
125 x 50 279.4 1.2

5 x 2-1/2 65ER3050024F 66ER3050024F 11.00 - 3.1
125 x 65 279.4 1.4

5 x 3 65ER3050030F 66ER3050030F 11.00 - 3.3
125 x 80 279.4 1.5

5 x 4 65ER3050040F 66ER3050040F 11.00 - 3.8
125 x 100 279.4 1.7

Nominal 
Pipe Size

IN / mm

Part Number
A

IN / mm
Case
Qty

Weight
LB / kgPainted Galvanized

6 x 1 65ER3060010F 66ER3060010F 11.50 - 4.1
150 x 25 292.1 1.9

6 x 1-1/2 65ER3060014F 66ER3060014F 11.50 - 4.3
150 x 40 292.1 2.0

6 x 2 65ER3060020F 66ER3060020F 11.50 - 3.8
150 x 50 292.1 1.7

6 x 2-1/2 65ER3060024F 66ER3060024F 11.50 - 5.7
150 x 65 292.1 2.6

6 x 3 65ER3060030F 66ER3060030F 11.50 - 4.0
150 x 80 292.1 1.8

6 x 4 65ER3060040F 66ER3060040F 11.50 - 7.1
150 x 100 292.1 3.2

6 x 5 65ER3060050F 66ER3060050F 11.50 - 8.2
150 x 125 292.1 3.7

8 x 3 65ER3080030F 66ER3080030F 12.00 - 8.4
200 x 80 304.8 3.8

8 x 4 65ER3080040F 66ER3080040F 12.00 - 8.3
200 x 100 304.8 3.8

8 x 5 65ER3080050F 66ER3080050F 12.00 - 9.1
200 x 125 304.8 4.1

8 x 6 65ER3080060F 66ER3080060F 12.00 - 10.0
200 x 150 304.8 4.5

10 x 4 65ER3100040F 66ER3100040F 13.00 - 14.9
254 x 100 330.2 6.8

10 x 5 65ER3100050F 66ER3100050F 13.00 - 11.0
254 x 125 330.2 5.0

10 x 6 65ER3100060F 66ER3100060F 13.00 - 14.9
254 x 100 330.2 6.8

10 x 8 65ER3100080F 66ER3100080F 13.00 - 17.3
254 x 200 330.2 7.8

12 x 6 65ER3120060F 66ER3120060F 14.00 - 16.3
305 x 150 355.6 7.4

12 x 8 65ER3120080F 66ER3120080F 14.00 - 19.3
305 x 150 355.6 8.8

12 x 10 65ER3120100F 66ER3120100F 14.00 - 23.0
305 x 254 355.6 10.4

14 x 6 65ER3140060F 66ER3140060F 13.00 - 96.0
350 x 150 330.2 43.5

14 x 8 65ER3140080F 66ER3140080F 13.00 - 76.6
350 x 200 330.2 34.7

 14 x 10 65ER3140100F 66ER3140100F 13.00 - 77.6
350 x 250 330.2 35.2

14 x 12 65ER3140120F 66ER3140120F 13.00 - 89.2
350 x 305 330.2 40.5

A

   Standard Radius Grooved Fittings                   Standard Radius Grooved Fittings   Standard Radius Grooved Fittings           Standard Radius Grooved Fittings        

Fig. 65ER & 66ER
Eccentric Reducer
• Fabricated steel; not UL/FM 10" and larger (F)
• 16” through 24” fabricated; available upon request
• Other sizes available by special order



Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLOK™ Grooved Submittal

Material Speci� cations

Castings:     
Ductile Iron Castings conform to ASTM A-536, Grade 65-45-12

Coating:   
 Orange Paint (rust inhibiting) - Standard Coating – Fig 65MT, 65MG, 65MU
 Hot Dipped Galvanized conforming to ASTM A-153 – Fig 66MT, 66MG, 66MU

 Other______________________________________________________________

Fig. 65MT & 66MT Mechanical Tee, Threaded
Fig. 65MG & 66MG Mechanical Tee, Grooved 
Fig. 65MU & 66MU Threaded Strap Tee

COOPLOK™ Mechanical and Strap Tees are 
designed to provide an outlet wherever needed in the 
piping system.

Mechanical and Strap Tees
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   Mechanical Tee, Threaded                   Mechanical Tee, Threaded   Mechanical Tee, Threaded           Mechanical Tee, Threaded        

Size
Run x Branch

IN / mm

Part Number Hole Diameter
+1/8, -0 / +3.2, -0

IN / mm

Dimensions Equivalent 
Length in 

Feet

Case
Qty

Weight
LB / kgPainted Galvanized A

IN / mm
B

IN / mm
C

IN / mm

2 x 1/2 65MT3020004 66MT3020004 1-1/2 2.50 4.96 2.80 - 21 3.1
50 x 15 38 64.0 126.0 71.1 1.4
2 x 3/4 65MT3020006 66MT3020006 1-1/2 2.50 4.96 2.80 - 21 3.1
50 x 20 38 64.0 126.0 71.1 1.4
2 x 1 65MT3020010 66MT3020010 1-1/2 2.50 4.96 2.80 2 21 3.0

50 x 25 38 64.0 126.0 71.1 1.4
2 x 1-1/4 65MT3020012 66MT3020012 1-3/4 2.80 4.96 2.80 4 18 3.5

50 x 32 45 70.1 126.0 71.1 1.6
2 x 1-1/2 65MT3020014 66MT3020014 1-3/4 2.80 4.96 2.87 9 18 3.6

50 x 40 45 70.1 126.0 72.9 1.6
2-1/2 x 1/2 65MT3024004 66MT3024004 1-1/2 2.80 5.20 2.80 - 18 3.0

65 x 15 38 70.1 132.1 71.1 1.4
2-1/2 x 3/4 65MT3024006 66MT3024006 1-1/2 2.80 5.20 2.80 - 18 3.0

65 x 20 38 70.1 132.1 71.1 1.4
2-1/2 x 1 65MT3024010 66MT3024010 1-1/2 2.80 5.20 2.80 2 18 3.0

65 x 25 38 70.1 132.1 71.1 1.4
2-1/2 x 1-1/4 65MT3024012 66MT3024012 1-3/4 3.00 5.20 3.03 4 16 3.5

65 x 32 45 75.9 132.1 77.0 1.6
2-1/2 x 1-1/2 65MT3024014 66MT3024014 2 3.00 5.20 3.27 9 16 3.6

65 x 40 51 75.9 132.1 83.1 1.6
3 x 1 65MT3030010 66MT3030010 1-1/2 3.10 5.91 2.80 2 14 3.3

80 x 25 38 78.0 150.1 71.1 1.5
3 x 1-1/4 65MT3030012 66MT3030012 1-3/4 3.27 5.91 3.03 4 14 3.8

80 x 32 45 83.1 150.1 77.0 1.7
3 x 1-1/2 65MT3030014 66MT3030014 2 3.50 5.91 3.27 3 14 4.1

80 x 40 51 88.9 150.1 83.1 1.8
3 x 2 65MT3030020 66MT3030020 2-1/2 3.50 5.91 3.78 5 10 4.9

80 x 50 64 88.9 150.1 96.0 2.2
4 x 1 65MT3040010 66MT3040010 1-1/2 3.54 7.09 2.80 2 22 3.6

100 x 25 38 89.9 180.1 71.1 1.6
4 x 1-1/4 65MT3040012 66MT3040012 1-3/4 3.78 7.09 3.03 4 22 4.0
100 x 32 45 96.0 180.1 77.0 1.8
4 x 1-1/2 65MT3040014 66MT3040014 2 4.02 7.09 3.27 3 22 4.2
100 x 40 51 102.1 180.1 83.1 1.9

Fig. 65MT & 66MT
Mechanical Tee, Threaded
• Maximum working pressure 500 psi (34.5 bar) depending on the size 

and schedule of the pipe being used
• Equivalent length in feet of schedule 40 outlet pipe with a 

Hazen-Williams coefficient of 120 per UL 213
• All bolts and gaskets identified by SCI logo
• 100% magnetic particle inspection of each bolt. Each bolt has a 

minimum tensile strength of 110,000 psi
• Gaskets are pre-lubricated
• Gasket Grade E EPDM (green stripe) -30˚F (-34˚C) to +230˚F (+110˚C)
• Ductile iron housings conform to ASTM A-536
• Groove dimensions to AWWA C606
• Smith-Cooper Warranty only applies to assemblies made with gaskets, 

housings and bolts carrying the  logo

B

4" x 3"

65MTA

C
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B

4" x 3"

65MTA

C

    Mechanical Tee, Threaded  (cont.)    Mechanical Tee, Threaded  

Size
Run x Branch

IN / mm

Part Number Hole Diameter
+1/8, -0 / +3.2, -0

IN / mm

Dimensions Equivalent 
Length in 

Feet

Case
Qty

Weight
LB / kgPainted Galvanized A

IN / mm
B

IN / mm
C

IN / mm

4 x 2 65MT3040020 66MT3040020 2-1/2 4.02 7.24 3.94 5 14 5.0
100 x 50 64 102.1 183.9 100.1 2.3
4 x 2-1/2 65MT3040024 66MT3040024 2-3/4 4.02 7.24 4.21 11 14 5.8
100 x 65 70 102.1 183.9 106.9 2.6

4 x 3 65MT3040030 66MT3040030 3-1/2 4.53 7.24 4.76 13 12 8.4
100 x 80 89 115.1 183.9 120.9 3.8
5 x 1-1/4 65MT3050012 66MT3050012 1-3/4 4.76 7.99 3.03 4 12 7.4
125 x 32 45 120.9 202.9 77.0 3.3
5 x 1-1/2 65MT3050014 66MT3050014 2 4.76 7.99 3.27 3 12 7.4
125 x 40 51 120.9 202.9 83.1 3.3

5 x 2 65MT3050020 66MT3050020 2-1/2 4.76 8.66 3.94 5 8 8.2
125 x 50 64 120.9 220.0 100.1 3.7
5 x 2-1/2 65MT3050024 66MT3050024 2-3/4 4.76 8.66 4.21 11 8 8.3
125 x 65 70 120.9 220.0 106.9 3.7

5 x 3 65MT3050030 66MT3050030 3-1/2 5.00 8.66 4.92 13 8 8.4
125 x 80 89 127.0 220.0 125.0 3.8
6 x 1-1/4 65MT3060012 66MT3060012 1-3/4 5.12 9.13 3.03 4 12 4.8
150 x 32 45 130.0 231.9 77.0 2.2
6 x 1-1/2 65MT3060014 66MT3060014 2 5.12 9.13 3.27 3 12 5.4
150 x 40 51 130.0 231.9 83.1 2.4

6 x 2 65MT3060020 66MT3060020 2-1/2 5.12 9.76 3.94 5 8 6.0
150 x 50 64 130.0 247.9 100.1 2.7
6 x 2-1/2 65MT3060024 66MT3060024 2-3/4 5.12 9.76 4.21 11 8 8.3
150 x 65 70 130.0 247.9 106.9 3.7

6 x 3 65MT3060030 66MT3060030 3-1/2 5.51 9.76 4.92 13 8 9.9
150 x 80 89 140.0 247.9 125.0 4.5

6 x 4 65MT3060040 66MT3060040 4-1/2 5.75 9.76 5.91 15 6 10.1
150 x 100 114 146.1 247.9 150.1 4.5

8 x 2 65MT3080020 66MT3080020 2-1/2 6.26 11.81 3.94 5 6 11.6
200 x 50 64 159.0 300.0 100.1 5.2
8 x 2-1/2 65MT3080024 66MT3080024 2-3/4 6.26 11.81 4.21 11 6 11.6
200 x 65 70 159.0 300.0 106.9 5.2

8 x 3 65MT3080030 66MT3080030 3-1/2 6.50 11.81 4.92 13 6 12.6
200 x 80 89 165.1 300.0 125.0 5.7

8 x 4 65MT3080040 66MT3080040 4-1/2 6.73 11.81 5.91 15 4 15.3
200 x 100 114 170.9 300.0 150.1 6.9

Fig. 65MT & 66MT
Mechanical Tee, Threaded
• Maximum working pressure 500 psi (34.5 bar) depending on the size 

and schedule of the pipe being used
• Equivalent length in feet of schedule 40 outlet pipe with a 

Hazen-Williams coefficient of 120 per UL 213
• All bolts and gaskets identified by SCI logo
• 100% magnetic particle inspection of each bolt. Each bolt has a 

minimum tensile strength of 110,000 psi
• Gaskets are pre-lubricated
• Gasket Grade E EPDM (green stripe) -30˚F (-34˚C) to +230˚F (+110˚C)
• Ductile iron housings conform to ASTM A-536
• Groove dimensions to AWWA C606
• Smith-Cooper Warranty only applies to assemblies made with gaskets, 

housings and bolts carrying the  logo
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   Mechanical Tee, Grooved                   Mechanical Tee, Grooved           Mechanical Tee, Grooved        

B

4" x 3"

65MG

C

A

Size
Run x Branch

IN / mm

Part Number Hole Diameter
+1/8, -0 / +3.2, -0

IN / mm

Dimensions Equivalent 
Length in 

Feet

Case
Qty

Weight
LB / kgPainted Galvanized A

IN / mm
B

IN / mm
C

IN / mm
3 x 1-1/4 65MG3030012 66MG3030012 1-3/4 3.50 5.90 3.00 4 14 3.7
80 x 32 45 89.9 150.1 77.0 1.7

3 x 1-1/2 65MG3030014 66MG3030014 2 3.50 5.90 3.30 3 14 3.8
80 x 40 51 89.9 150.1 83.1 1.7
3 x 2 65MG3030020 66MG3030020 2-1/2 3.50 5.90 3.80 5 10 4.6

80 x 50 64 89.9 150.1 96.0 2.1
4 x 1-1/4 65MG3040012 66MG3040012 1-3/4 4.00 7.10 3.00 4 22 3.6
100 x 32 45 102.1 180.1 77.0 1.6
4 x 1-1/2 65MG3040014 66MG3040014 2 4.00 7.10 3.30 3 22 3.9
100 x 40 51 102.1 180.1 83.1 1.8

4 x 2 65MG3040020 66MG3040020 2-1/2 4.00 7.10 3.90 5 14 4.6
100 x 50 64 102.1 180.1 100.1 2.1
4 x 2-1/2 65MG3040024 66MG3040024 2-3/4 4.00 7.20 4.20 11 14 5.0
100 x 65 70 102.1 183.9 106.9 2.3

4 x 3 65MG3040030 66MG3040030 3-1/2 4.10 7.20 4.80 13 12 6.4
100 x 80 89 104.9 183.9 120.9 2.9
5 x 1-1/2 65MG3050014 66MG3050014 2 4.80 8.00 3.30 3 12 7.6
125 x 40 51 120.9 202.9 83.1 3.4

5 x 2 65MG3050020 66MG3050020 2-1/2 4.80 8.70 3.90 5 8 8.0
125 x 50 64 120.9 220.0 100.1 3.6
5 x 2-1/2 65MG3050024 66MG3050024 2-3/4 4.80 8.70 4.20 11 8 8.0
125 x 65 70 120.9 220.0 106.9 3.6

5 x 3 65MG3050030 66MG3050030 3-1/2 4.80 8.70 4.90 13 8 8.8
125 x 80 89 120.9 220.0 125.0 4.0
6 x 1-1/4 65MG3060012 66MG3060012 1-3/4 5.10 9.10 3.00 4 12 4.8
150 x 32 45 130.0 231.9 77.0 2.2
6 x 1-1/2 65MG3060014 66MG3060014 2 5.10 9.10 3.30 3 12 5.1
150 x 40 51 130.0 231.9 83.1 2.3

6 x 2 65MG3060020 66MG3060020 2-1/2 5.10 9.80 3.90 5 8 5.6
150 x 50 64 130.0 247.9 100.1 2.5
6 x 2-1/2 65MG3060024 66MG3060024 2-3/4 5.10 9.80 4.20 11 8 7.6
150 x 65 70 130.0 247.9 106.9 3.4

6 x 3 65MG3060030 66MG3060030 3-1/2 5.10 9.80 4.90 13 8 8.4
150 x 80 89 130.0 247.9 125.0 3.8

6 x 4 65MG3060040 66MG3060040 4-1/2 5.40 9.80 5.90 15 6 10.1
150 x 100 114 136.9 247.9 150.1 4.5

8 x 2 65MG3080020 66MG3080020 2-1/2 6.26 11.81 3.94 5 6 11.6
200 x 50 64 159.0 300.0 100.1 5.2
8 x 2-1/2 65MG3080024 66MG3080024 2-3/4 6.26 11.81 4.21 11 6 11.6
200 x 65 70 159.0 300.0 106.9 5.2

8 x 3 65MG3080030 66MG3080030 3-1/2 6.26 11.81 4.92 13 6 11.6
200 x 80 89 159.0 300.0 125.0 5.2

8 x 4 65MG3080040 66MG3080040 4-1/2 6.38 11.81 5.91 15 4 12.5
200 x 100 114 162.1 300.0 150.1 5.7

Fig. 65MG & 66MG
Mechanical Tee, Grooved
• Maximum working pressure 500 psi (34.5 bar) depending on the size and 

schedule of the pipe being used
• Equivalent length in feet of schedule 40 outlet pipe with a 

Hazen-Williams coefficient of 120 per UL 213
• Gaskets are pre-lubricated
• Gasket Grade E EPDM (green stripe) -30˚F (-34˚C) to +230˚F (+110˚C)
• Ductile iron housings conform to ASTM A-536
• Groove dimensions to AWWA C606
• Smith-Cooper Warranty only applies to assemblies made with gaskets, 

housings and bolts carrying the  logo



Material Speci� cations

Body:     
Ductile Iron conforms to ASTM A-536 - Epoxy Coated

Disc:
Ductile Iron conforms to ASTM A-536

Disc Coating:   
EPDM

 NBR

Operator:   

Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLOK™ Grooved Submittal

Fig. 67BFVGEL - Lever Handle (EPDM Disc)
Fig. 67BFVGNL - Lever Handle (NBR Disc)
Fig. 67BFVGEG - Gear Operator (EPDM Disc)
Fig. 67BFVGNG - Gear Operator (NBR Disc)

• 300 psi rated 
• 10-Position Lever Handle or Gear Operator
• Vertical or horizontal installation; flow from either 

direction. 
• Square stem and ISO mounting pad suitable for 

actuation

Grooved End Butter¬ y Valve

SMITH-COOPER INTERNATIONAL®   •   TOLL FREE 1-800-766-0076   •   FAX (323) 890-4456   •   www.smithcooper.com

Lever Handle 
-  Gear Operator

mbenson
Typewritten text
- 6" and smaller

mbenson
Typewritten text
 - 8" and larger
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No. Part Material Specification

1 Body ASTM A-536 Ductile Iron

2 Disc ASTM A-536 Ductile Iron with
either EPDM or NBR Coating

3 Upper and 
Lower Shafts

ASTM A-276 Stainless Steel

   Grooved End Butter� y Valve - Lever Handle & Gear Operator           Grooved End Butter� y Valve - Lever Handle & Gear Operator           Grooved End Butter� y Valve - Lever Handle & Gear Operator        

L

d
ØD

1

A
C

E

ØD1

Ød1

3

2

Fig. 67BFVG
Grooved End Butter� y Valve
• 300 psi
• EPDM 200° F maximum working temperature
• NBR 180° F maximum working temperature 
• 10-Position lever handle or gear operator
• Grooved ends

Size
IN

Part Number A
IN / mm

C
IN / mm

E
IN / mm

ØD
IN / mm

ØD1
IN / mm

L
IN / mm

d
IN / mm

Ød1
IN / mm

Weight
w/ Lever
LB / kg

Weight
w/ Gear Op
LB / kg

EPDM 
Lever

EPDM 
Gear

NBR 
Lever

NBR
Gear

2 67BFVGEL020 - 67BFVGNL020 -
1.26 4.84 2.17 3.54 2.76 3.19 0.50 0.39 6.7 -
32.0 123.0 55.0 90.0 70.0 81.0 12.6 10.0 3.0 -

2-1/2 67BFVGEL024 - 67BFVGNL024 -
1.26 5.00 2.64 3.54 2.76 3.81 0.50 0.39 7.5 -
32.0 127.0 67.0 90.0 70.0 96.8 12.6 10.0 3.4 -

3 67BFVGEL030 - 67BFVGNL030 -
1.26 4.57 3.07 3.54 2.76 3.81 0.50 0.39 8.7 -
32.0 116.0 78.0 90.0 70.0 96.8 12.6 10.0 3.9 -

4 67BFVGEL040 - 67BFVGNL040 -
1.26 5.59 3.58 3.54 2.76 4.56 0.62 0.39 12.2 -
32.0 142.0 91.0 90.0 70.0 115.8 15.7 10.0 5.5 -

5 67BFVGEL050 - 67BFVGNL050 -
1.26 5.87 4.69 3.54 2.76 5.81 0.74 0.39 17.3 -
32.0 149.0 119.0 90.0 70.0 147.6 18.9 10.0 7.8 -

6 67BFVGEL060 67BFVGEG060 67BFVGNL060 67BFVGNG060
1.26 6.61 5.31 3.54 2.76 5.81 0.74 0.39 17.3 41.0
32.0 168.0 135.0 90.0 70.0 147.6 18.9 10.0 12.3 18.4

8 67BFVGEL080 67BFVGEG080 67BFVGNL080 67BFVGNG080
1.57 7.95 6.30 4.92 4.01 5.25 0.87 0.47 32.5 46.5
40.0 202.0 160.0 125.0 102.0 133.4 22.2 12.0 14.6 20.9

10 - 67BFVGEG100 - 67BFVGNG100
1.57 9.00 7.80 4.92 4.01 6.25 0.92 0.47 - 93.0
40.0 228.6 198.0 125.0 102.0 158.8 23.5 12.0 - 41.9

12 - 67BFVGEG120 - 67BFVGNG120
1.57 10.50 9.06 4.92 4.01 6.50 1.25 0.47 - 111.0
40.0 266.7 230.0 125.0 102.0 165.1 31.7 12.0 - 49.9



Material Speci� cations

Housing:     
Ductile Iron Housings conform to ASTM A-536, Grade 65-45-12

Coating:   
Orange Paint (rust inhibiting) - Standard Coating – Fig 65LR

 Hot Dipped Galvanized conforming to ASTM A-153 – Fig 66LR

Coupling Gasket Style:
 “C” Style Gasket
 Triple Seal Gasket - EPDM ONLY

Coupling Gaskets Material:
Pre-lubricated Grade E-EPDM (Green Stripe)

 -30°F (-34°C) to +230°F (+110°C) Service Temperature Range
 For use with water service, diluted acids, alkali solutions, oil-free air and other
 chemical services.  NOT FOR PETROLEUM, STEAM, or NATURAL GAS APPLICATIONS.

 Grade T-Nitrile (Orange Stripe)
 -20°F (-29°C) to +180°F (+82°C) Service Temperature Range
 For use with petroleum applications, vegetable & mineral oils, and air with oil vapors. 
 NOT FOR USE IN HOT WATER, STEAM, or NATURAL GAS APPLICATIONS.

 Other:_________________________________________

Nuts and Bolts:
Zinc electroplated, heat treated, oval neck track head bolts conforming to ASTM 183 Grade 2 with a minimum 
tensile strength of 110,000 psi; Heavy hex nuts made of carbon steel conforming to ASTM A-563 Grade A or Grade 
B, or J995 Grade 2.   

SCI Track Bolts are 100% Magnetic Particle Inspected. The SCI logo appears on all COOPLOK™ track bolts.

Figure 65LR & 66LR Lightweight Rigid couplings are 
designed for use in piping systems  when rigid piping 
connections are desired.  � e angle-pad design allows the 
coupling housing to slide when tightened.  � is provides 
o� set clamping that creates a rigid joint resistant to � exural 
and torsional loads.  

Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLOK™ Grooved Submittal

Material Speci� cations

SMITH-COOPER INTERNATIONAL®   •   TOLL FREE 1-800-766-0076   •   FAX (323) 890-4456   •   www.smithcooper.com

Fig. 65LR & 66LR
Rigid Couplings
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                    Lightweight Rigid Couplings    Lightweight Rigid Couplings            Lightweight Rigid Couplings        

A

B

C

Pipe 
Size

IN / mm

Part Number
Pipe OD 
IN / mm

Max Pipe
End Gap

IN / mm

Dimensions
Case
Qty

Weight
LB / kgPainted Galvanized A

IN / mm
B

IN / mm
C

IN / mm

1-1/4
65LR3012 66LR3012

1.660 1/8 2.66 4.09 1.85
36

1.2
32 42.2 3.2 67.6 103.9 47.0 0.5

1-1/2
65LR3014 66LR3014

1.900 1/8 2.93 4.37 1.85
36

1.3
40 48.3 3.2 74.4 111.0 47.0 0.6

2
65LR3020 66LR3020

2.375 1/8 3.44 4.80 1.85
30

1.7
50 60.3 3.2 87.4 121.9 47.0 0.8

2-1/2
65LR3024 66LR3024

2.875 1/8 3.96 5.28 1.85
24

1.9
65 73.0 3.2 100.6 134.1 47.0 0.9

3
65LR3030 66LR3030

3.500 1/8 4.55 5.91 1.85
20

2.1
80 88.9 3.2 115.6 150.1 47.0 1.0

4
65LR3040 66LR3040

4.500 1/4 5.83 7.28 2.01
18

3.6
100 114.3 6.4 148.1 184.9 51.1 1.6

5
65LR3050 66LR3050

5.563 1/4 6.87 8.62 2.01
12

5.1
125 141.3 6.4 174.5 218.9 51.1 2.3

6
65LR3060 66LR3060

6.625 1/4 8.03 9.76 2.01
10

6.0
150 168.3 6.4 204.0 247.9 51.1 2.7

8
65LR3080 66LR3080

8.625 1/4 10.16 12.52 2.52
-

10.6
200 219.1 6.4 258.1 318.0 64.0 4.8

and schedule of the pipe being used
• All bolts, gaskets and housings identified by SCI logo
• 100% magnetic particle inspection of each bolt. Each bolt has a 

minimum tensile strength of 110,000 psi
• Gaskets are pre-lubricated
• Gasket Grade E EPDM (green stripe) -30˚F (-34˚C) to +230˚F (+110˚C)
• Gasket Grade T Nitrile (orange stripe) -20˚F (-29˚C) to +180˚F (+82˚C)
• Other gasket materials available by special order
• Ductile iron housings conform to ASTM A-536
• Groove dimensions to AWWA C606
• Orange paint or hot dipped galvanized conforming to ASTM A153
• Smith-Cooper Warranty only applies to assemblies made with gaskets, 

housings and bolts carrying the  logo

“C” Style Gasket

    Rigid Couplings

Fig. 65LR & 66LR
Rigid Coupling with “C” Gasket
• Maximum working pressure 500 psi (34.5 bar) depending on the size 



Material Speci� cations

Housing:     
Ductile Iron Housings conform to ASTM A-536, Grade 65-45-12

Coating:   
Orange Paint (rust inhibiting) - Standard Coating – Fig 65RC

 Hot Dipped Galvanized conforming to ASTM A-153 – Fig 66RC

Coupling Gaskets:
Pre-lubricated Grade E-EPDM (Green Stripe)

 -30°F (-34°C) to +230°F (+110°C) Service Temperature Range
 For use with water service, diluted acids, alkali solutions, oil-free air and other
 chemical services.  NOT FOR PETROLEUM, STEAM, or NATURAL GAS APPLICATIONS.

 Grade T-Nitrile (Orange Stripe)
 -20°F (-29°C) to +180°F (+82°C) Service Temperature Range
 For use with petroleum applications, vegetable & mineral oils, and air with oil vapors. 
 NOT FOR USE IN HOT WATER, STEAM, or NATURAL GAS APPLICATIONS.

 Other:_________________________________________

Nuts and Bolts:
Zinc electroplated, heat treated, oval neck track head bolts conforming to ASTM 183 Grade 2 with a minimum 
tensile strength of 110,000 psi; Heavy hex nuts made of carbon steel conforming to ASTM A-563 Grade A or Grade 
B, or J995 Grade 2.   

SCI Track Bolts are 100% Magnetic Particle Inspected
The SCI logo appears on all COOPLOK™ track bolts.

Fig. 65RC & 66RC
Reducing Coupling

Figure 65RC & 66RC Reducing Couplings are 
designed to directly connect two di� erent sizes of pipe; 
no additional � ttings or couplings are required.

Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLOK™ Grooved Submittal
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   Reducing Couplings                   Reducing Couplings   Reducing Couplings           Reducing Couplings        

A

B

C

Pipe Size
IN /  mm

Part Number Max Pipe
End Gap

IN / mm

Dimensions
De� ection
Degrees

Case
Qty

Weight
LB / kgPainted Galvanized A

IN / mm
B

IN / mm
C

IN / mm

2 x 1-1/2 65RC3020014 66RC3020014 1/8 3.43 4.88 1.85 2.0° 26 1.9
50 x 40 3.2 87.1 124.0 47.0 0.9

2-1/2 x 2 65RC3024020 66RC3024020 1/8 3.98 5.35 1.85 1.5° 22 2.3
65 x 50 3.2 101.1 135.9 47.0 1.0

3 x 2 65RC3030020 66RC3030020 1/8 4.59 6.34 1.85 1.8° 20 3.1
80 x 50 3.2 116.6 161.0 47.0 1.4

3 x 2-1/2 65RC3030024 66RC3030024 1/8 4.51 6.34 1.85 1.8° 20 2.9
80 x 65 3.2 114.6 161.0 47.0 1.3

4 x 2 65RC3040020 66RC3040020 1/4 5.83 7.52 2.01 1.2° 10 4.8
100 x 50 6.4 148.1 191.0 51.1 2.2

4 x 2-1/2 65RC3040024 66RC3040024 1/4 5.83 7.52 2.01 1.2° 10 4.8
100 x 65 6.4 148.1 191.0 51.1 2.2

4 x 3 65RC3040030 66RC3040030 1/4 5.83 7.52 2.01 1.2° 10 4.4
100 x 80 6.4 148.1 191.0 51.1 2.0

6 x 4 65RC3060040 66RC3060040 1/4 7.99 10.35 2.01 0.9° - 9.0
150 x 100 6.4 202.9 262.9 51.1 4.1

8 x 6 65RC3080060 66RC3080060 1/4 10.12 13.15 2.48 0.8° - 14.6
200 x 100 6.4 257.0 334.0 63.0 6.6

Fig. 65RC & 66RC
 Reducing Coupling
• Maximum working pressure 300 psi (20.7 bar) depending on the size 

and schedule of the pipe being used
• All bolts, gaskets and housings identified by SCI logo
• 100% magnetic particle inspection of each bolt. Each bolt has a 

minimum tensile strength of 110,000 psi
• Gaskets are pre-lubricated
• Gasket Grade E EPDM (green stripe) -30˚F (-34˚C) to +230˚F (+110˚C)
• Gasket Grade T Nitrile (orange stripe) -20˚F (-29˚C) to +180˚F (+82˚C)
• Other gasket materials available by special order
• Ductile iron housings conform to ASTM A-536
• Groove dimensions to AWWA C606
• Orange paint or hot dipped galvanized conforming to ASTM A153
• Smith-Cooper Warranty only applies to assemblies made with gaskets, 

housings and bolts carrying the  logo

Reducing Gasket



Material Speci� cations

Housing:     
Ductile Iron Housings conform to ASTM A-536, Grade 65-45-12

Coating:   
 Orange Paint (rust inhibiting) - Standard Coating – Fig 65FH
 Hot Dipped Galvanized conforming to ASTM A-153 – Fig 66FH

Coupling Gaskets:
 Pre-lubricated Grade E-EPDM (Green Stripe)
 -30°F (-34°C) to +230°F (+110°C) Service Temperature Range
 For use with water service, diluted acids, alkali solutions, oil-free air and other
 chemical services.  NOT FOR PETROLEUM, STEAM, or NATURAL GAS APPLICATIONS.
 

 Grade T-Nitrile (Orange Stripe)
 -20°F (-29°C) to +180°F (+82°C) Service Temperature Range
 For use with petroleum applications, vegetable & mineral oils, and air with oil vapors. 
 NOT FOR USE IN HOT WATER, STEAM, or NATURAL GAS APPLICATIONS.
 

 Other:_________________________________________

Latch Bolt & Nut:
Zinc electroplated, heat treated, oval neck track head bolts conforming to ASTM 183 Grade 2 with a minimum 
tensile strength of 110,000psi; Heavy hex nuts made of carbon steel conforming to ASTM A-563 Grade A or Grade B, 
or J995 Grade 2.   

SCI Track Bolts are 100% Magnetic Particle Inspected
The SCI logo appears on all COOPLOK™ track bolts.

Fig. 65FH & 66FH
Hinged Flange Adapter

Figure 65FH & 66FH Hinged Flange Adapters 
connect grooved pipe directly to any � at or raised face 
Class 125/150 � ange.

Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLOK™ Grooved Submittal
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            Hinged Flange Adapter                    Hinged Flange Adapter    Hinged Flange Adapter

A C

B

65
FH

  4
˝

AN
SI

 1
50

65FH
  4˝

AN
SI 150

Pipe 
Size

IN / mm

Part Number
Pipe OD 
IN / mm

Dimensions Flange 
Bolt Size*

IN / mm

Number 
of Flange 

Bolts

Case
Qty

Weight
LB / kgPainted Galvanized A

IN / mm
B

IN / mm
C

IN / mm

2 65FH3020 66FH3020 2.375 6.00 4.75 0.75 5/8 x 3 4 10 3.6
50 60.3 152.4 120.7 19.1 M16 x 76 1.6

2-1/2 65FH3024 66FH3024 2.875 7.00 5.50 0.88 5/8 x 3 4 10 3.6
65 73.0 177.8 139.7 22.4 M16 x 76 1.6

3 65FH3030 66FH3030 3.500 7.50 6.00 0.94 5/8 x 3 4 10 4.8
80 88.9 190.5 152.4 23.9 M16 x 76 2.2

4 65FH3040 66FH3040 4.500 9.00 7.50 0.94 5/8 x 3 8 10 6.6
100 114.3 228.6 190.5 23.9 M16 x 76 3.0

6 65FH3060 66FH3060 6.625 11.00 9.50 1.00 3/4 x 3-1/2 8 - 8.4
150 168.3 279.4 241.3 25.4 M19 x 89 3.8

8 65FH3080 66FH3080 8.625 13.50 11.75 1.12 3/4 x 3-1/2 8 - 14.3
200 219.1 342.9 298.5 28.4 M19 x 89 6.5

10 65FH3100 66FH3100 10.750 19.00 16.00 1.00 7/8 x 3-1/2 8 - 18.2
254 273.0 482.6 406.4 25.4 M23 x 89 8.3

12 65FH3120 66FH3120 12.750 21.75 19.00 1.25 7/8 x 3-1/2 8 - 29.9
305 323.9 552.4 482.6 31.7 M23 x 89 13.6

Fig. 65FH & 66FH
Hinged Flange Adapter
• Maximum working pressure 300 psi (20.7 bar) depending on the size 

and schedule of the pipe being used
• 3/8” x 2-3/4” latch bolt included
• SCI does not provide flange bolts
• All bolts and gaskets identified by SCI logo
• 100% magnetic particle inspection of each bolt. Each bolt has a 

minimum tensile strength of 110,000 psi
• Gasket Grade E EPDM (green stripe) -30˚F (-34˚C) to +230˚F (+110˚C)
• Gasket Grade T Nitrile (orange stripe) -20˚F (-29˚C) to +180˚F (+82˚C)
• Other gasket materials available by special order
• Ductile iron housings conform to ASTM A-536
• Groove dimensions to AWWA C606
• Orange paint or hot dipped galvanized conforming to ASTM A153
• Smith-Cooper Warranty only applies to assemblies made with gaskets, 

housings and bolts carrying the  logo

Hinged Flange 
Adapter Gasket



Material Specifications

Gasket Type:   
 Standard “C” Type – Fig. 65GCPE (EPDM) & 65GCPT (Nitrile)
 Triple Seal – Fig. 65GTRI (EPDM)
 Reducing Coupling – Fig. 65GRCE (EPDM)
 Flange Adapter – Fig. 65FHE (EPDM) & 65GFHT (Nitrile)
 Mechanical Tee and Strap Tee – Fig. 65GMT & 65GMU (EPDM)

Gasket Material:
 Pre-lubricated Grade E-EPDM (Green Stripe)
 -30°F (-34°C) to +230°F (+110°C) Service Temperature Range
 For use with water service, diluted acids, alkali solutions, oil-free air and other
 chemical services.  NOT FOR PETROLEUM, STEAM, or NATURAL GAS APPLICATIONS.
 

 Grade T-Nitrile (Orange Stripe)
 -20°F (-29°C) to +180°F (+82°C) Service Temperature Range
 For use with petroleum applications, vegetable & mineral oils, and air with oil vapors. 
 NOT FOR USE IN HOT WATER, STEAM, or NATURAL GAS APPLICATIONS.
 

* ALL GASKETS ARE MARKED WITH SCI LOGO AND FIGURE NUMBER OF WHICH PART THEY MATCH WITH.

Gaskets

Smith-Cooper carries a variety of gaskets for the 
COOPLOKTM Grooved product line, each uniquely 
identified with the SCI logo.

Once installed, internal system pressure increases the 
sealing action of the gasket providing a leak-tight seal.
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Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLOK™ Grooved Submittal



    Gaskets

Standard “C” Type – Fig. 65GCPE (EPDM) & Fig 65GCPT (Nitrile)
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Triple Seal – Fig. 65GTRI (EPDM) 

Reducing Coupling – Fig. 65GRC (EPDM)  

Flange Adapter – Fig. 65GFHE (EPDM) & Fig. 65GFHT (Nitrile) 

Mechanical Tee – Fig. 65GMT (EPDM) & Strap Tee – Fig. 65GMU (EPDM)            

Standard “C” Type gaskets are the most commonly used coupling gasket. When installed, they 
provide a seal over each grooved pipe end.  As coupling housings are tightened, they form the 
gasket to the inside cavity of the coupling creating an additional seal.  The pressure of the system 
increases the sealing action of the gasket against the pipe, providing a leak-tight seal.  For use 
with COOPLOK™ 65LR, 65LF, 65SR & 65SF couplings. 

Available in EPDM & Nitrile.

Sizes: 1-1/4” to 14”

Triple Seal gaskets are typically used in dry pipe fire protection systems, freezer applications and 
vacuum service.  They differ from the “C” Type gasket in that they have an additional center seal-
ing surface that sits over the pipe gap where the grooved pipe ends meet.  As the coupling housing 
is tightened, the center seal closes off the pipe gap and provides the “triple seal”.  Sold as part of 
COOPLOK™ 65LRTRI coupling. 

Available in EPDM only.

Sizes: 1-1/4” to 8”

Reducing Coupling gaskets provide sealing surfaces for the two sizes of pipe they join, similar to 
the “C” Type gaskets.  Coupling housings are tightened and the gasket seals each grooved pipe 
end.  For use with COOPLOK™ 65RC coupling sizes only.

Available in EPDM only.

Sizes: 2” x 1-1/2” to 8” x 6”

The Flange Adapter gasket provides a seal between the grooved end pipe and the flange surface it 
meets.  Specifically designed for use with COOPLOK™ 65FH, Hinged Flange Adapter.

Available in EPDM & Nitrile.

Sizes: 2” to 8”

Mechanical Tee & Strap Tee gaskets are made to conform to the exterior OD (outside diam-
eter) of the pipe.  When fittings are tightened, a compression-type seal is formed.  For use with 
COOPLOK™ 65MT, 65MG & 65MU fittings.  

Available in EPDM only.

Sizes: 2” – 8” for 65MT & 65MG;  1-1/4” – 2-1/2” for 65MU



A complimentary line of adapter nipples to 
COOPLOK™ Grooved couplings and � ttings.

Material Speci� cations

 All Grooves are Cut Grooved 

 Conforms to the following standards where applicable:
 • ASTM A106B - Seamless Steel Pipe
 • ASME B1.20.1 -  NPT Threaded
 • ASME B36.10 -  Bevel
 • AWWA C606 - Groove Dimensions

 
 Other______________________________________________________________

Fig. 61GG4 Sch 40 Grooved x Grooved
Fig. 61TG4 Sch 40 Threaded x Grooved
Fig. 61GB4 Sch 40 Grooved x Bevel

Project Information
Project /Job: System:
Date:
Engineer/Architect:
Contractor:
Address:
Notes:

COOPLET® Submittal
Adapter Nipples



SMITH-COOPER INTERNATIONAL®   •   TOLL FREE 1-800-766-0076   •   FAX (323) 890-4456   •   www.smithcooper.com
28

        

Size
IN Part Number A

IN
B
IN

Case
Qty

Weight
LB

2 x 3 61GG4020030 3.00 2.38 50 0.8
2 x 4 61GG4020040 4.00 2.38 50 1.1
2 x 6 61GG4020060 6.00 2.38 25 1.7
2 x 8 61GG4020080 8.00 2.38 18 2.3
2 x 10 61GG4020100 10.00 2.38 14 2.9
2 x 12 61GG4020120 12.00 2.38 14 3.5

3 x 2-5/8 61GG4030025 2.62 3.50 24 1.5
3 x 3 61GG4030030 3.00 3.50 24 1.7
3 x 4 61GG4030040 4.00 3.50 18 2.4
3 x 6 61GG4030060 6.00 3.50 12 3.6
3 x 8 61GG4030080 8.00 3.50 8 4.9
3 x 10 61GG4030100 10.00 3.50 6 6.2
3 x 12 61GG4030120 12.00 3.50 6 7.4
4 x 3 61GG4040030 3.00 4.50 12 2.4
4 x 4 61GG4040040 4.00 4.50 12 3.3
4 x 6 61GG4040060 6.00 4.50 8 5.1
4 x 8 61GG4040080 8.00 4.50 5 6.9
4 x 10 61GG4040100 10.00 4.50 4 8.7
4 x 12 61GG4040120 12.00 4.50 4 10.3

Size
IN Part Number A

IN
B
IN

Case
Qty

Weight
LB

1 x 3 61GB4010030 3.00 1.32 150 0.3
1 x 4 61GB4010040 4.00 1.32 100 0.5

1-1/4 x 4 61GB4012040 4.00 1.66 50 0.6
1-1/2 x 4 61GB4014040 4.00 1.90 50 0.7

2 x 4 61GB4020040 4.00 2.38 25 1.1
2-1/2 x 4 61GB4024040 4.00 2.88 27 1.6

3 x 4 61GB4030040 4.00 3.50 18 2.4
4 x 6 61GB4040060 6.00 4.50 8 5.1
5 x 6 61GB4050060 6.00 5.56 2 6.6
6 x 6 61GB4060060 6.00 6.63 2 8.6
8 x 6 61GB4080060 6.00 8.63 2 13.2

Size
IN Part Number A

IN
B
IN TPI Case

Qty
Weight

LB
1 x 4 61TG4010040 4.00 1.32 11.5 100 0.5

1-1/4 x 4 61TG4012040 4.00 1.66 11.5 50 0.6
1-1/2 x 4 61TG4014040 4.00 1.90 11.5 50 0.7
1-1/2 x 12 61TG4014120 12.00 1.90 11.5 15 2.6

2 x 3 61TG4020030 3.00 2.38 11.5 50 0.7
2 x 4 61TG4020040 4.00 2.38 11.5 25 1.0
2 x 6 61TG4020060 6.00 2.38 11.5 25 1.7
2 x 8 61TG4020080 8.00 2.38 11.5 18 2.3
2 x 10 61TG4020100 10.00 2.38 11.5 14 2.9
2 x 12 61TG4020120 12.00 2.38 11.5 14 3.5

2-1/2 x 4 61TG4024040 4.00 2.88 8.0 27 1.6
2-1/2 x 12 61TG4024120 12.00 2.88 8.0 9 5.5
3 x 2-5/8 61TG4030025 2.62 3.50 8.0 24 1.3

3 x 3 61TG4030030 3.00 3.50 8.0 24 1.5
3 x 4 61TG4030040 4.00 3.50 8.0 18 2.1
3 x 6 61TG4030060 6.00 3.50 8.0 12 3.4
3 x 8 61TG4030080 8.00 3.50 8.0 8 4.7
3 x 10 61TG4030100 10.00 3.50 8.0 6 5.9
3 x 12 61TG4030120 12.00 3.50 8.0 6 7.2
4 x 3 61TG4040030 3.00 4.50 8.0 12 1.6
4 x 4 61TG4040040 4.00 4.50 8.0 12 2.6
4 x 6 61TG4040060 6.00 4.50 8.0 8 4.9
4 x 8 61TG4040080 8.00 4.50 8.0 5 6.7
4 x 10 61TG4040100 10.00 4.50 8.0 4 8.5
4 x 12 61TG4040120 12.00 4.50 8.0 4 10.3
5 x 6 61TG4050060 6.00 5.56 8.0 2 6.6
5 x 12 61TG4050120 12.00 5.56 8.0 1 13.9
6 x 6 61TG4060060 6.00 6.63 8.0 2 8.6
6 x 12 61TG4060120 12.00 6.63 8.0 1 18.1
8 x 6 61TG4080060 6.00 8.63 8.0 1 13.2
8 x 12 61TG4080120 12.00 8.63 8.0 1 27.5

Fig. 61TG4
Sch 40 Threaded x Grooved 
Adapter Nipples
• Sch 80 available see COOPLET® Catalog
• All grooves cut grooved

Fig. 61GG4
Sch 40 Grooved x Grooved 
Adapter Nipples
• Sch 80 available see COOPLET® Catalog
• All grooves cut grooved

Fig. 61GB4
Sch 40 Grooved x Bevel 
Adapter Nipples
• All grooves cut grooved
• Bevel 37½°
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A
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A
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    COOPLET® Adapter Nipples            COOPLET                    COOPLET
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